STUART ENGINE No......e ... |

BEFORE STARTING.—Check petroil supply; 4-pint oil in 2 galls.
petrol (20cc. per litre). Open seacock. Cpen exhaust valve, if
fitted. _

STARTING.—With throttle one-quarter open, gear in neutral, turn
on petroil and close choke. Crank so that magneto impulse clicks
each turn, not faster. Electric starting engines, switch to “run,”
press start button. When engine fires, open choke, close throttle.

RUNNING.—Check water circulation at outlet. Give inboard
bearing greaser a half-turn at 3 to 4 hour intervals. Always close
throttle before disengaging gear.

STOPPING.—Use ““ stop ™ switch. Turn off petroil at carburettor.
Don’t leave engine at bottom centre. Close exhaust valve if fitted.
Close seacock. Give half-turn to stern tube greaser.

FAILURE TO START.—Check that petroil is “on” at tank and

carburettor (hexagon end in for “on”). See that plug points are
clean, dry and correct clearance. Reconnect plug to lead, place on
cyl. head, rotate engine to check spark. If none, check points-gap
and timing, try spare plug. Remove crankcase drain plug, rotate
engine and replace plug.

FAILURE TO TWO-STROKE.—Mixture too rich: dirt under float
needle; choked exhaust; too much oil.

POPPING BACK or POWER FADE.—Too weak mixture: choked
jet or petrol system; vent in tank blocked; air lock in petrol pipe;
idling screw on carburettor needs resetting. Choked exhaust.

WATER FILTER must be kept clean.

For more detailed information, see Instruction Book
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